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BarBi Blu is an innovative system of anti-scaling water treatment (patented) for professional coffee 

machines. It is based on a technology (nano-filtration) which is able to remove selectively Calcium 

and Magnesium bicarbonates from water and to reduce other salts normally present in water. The 

technology of the nano-filtration membrane, in fact, assures the elimination of the 98% of the 

hardness and a 85% of alcalinity. 

BarBi Blu is designed and built to supply water for human consumption from the network and to be 

connected to coffee machines typical of a bar assuring to water the ideal characteristics related to its 

use. Compared to the classical water softeners, it doesn’t need any regenerations and guarantees a 

neutral PH. 

It is placed on a self-supporting structure that has to be placed on the floor and the upper handle 

guarantees an easy handling. It’s composed of an electric pump and a nano-filtration membrane 

capped in a high pressure vessel. The electric pump gives a pressure to the water to be treated and 

through its passage through the nano-filtration membrane, salts will be removed according to the 

nature of the salts themselves. 

The system provides three hydraulic connections, an entrance for the incoming water from the 

network, an exit for the water produced for the coffee machine, and a drain for the “waste” water. 

BarBi Blu provides an electrical connection but organizes its functioning without the typical 

circuitry, source of the main problems in its working. The device doesn’t involve any pre-treatment 

because this can vary according to the quality of the treated water. For the chemical and physical 

characteristics of the nano-filtration membranes, it has been provided a safety filtration with 

cartridge filters which can hold the particles with a dimension superior than 5 micron. Moreover, in 

the limit conditions with water full of Chlorine (superior than 1ppm) it is recommended to use the 

above mentioned cartridge of 5 micron with carbon inside, to reduce the Chlorine. 

In addition, you can install on BarBi Blu as optional, an Antiscale pre-treatment to reduce the 

hardness of the incoming water and a bactericide lamp to guarantee the total absence of bacterial 

proliferation, usually due to the hydraulic interconnections, external to the device. 
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Hydraulic connections Dimensions 
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Entrance Product Drain Width Depth Height  

l/min kW  % “ „ mm mm mm mm kg 

BarBi 1 0.125 230V 50Hz 40/50 3/8 3/8 ∅6 500 160 500 17 

 

 

Code: BarBi Blu

 


